
  

 

Document No: TDS.ENG.01.03 RevĜsĜon No: 1 Document RevĜsĜon Date: 10.08.2026 

LĜabĜlĜty: Above stated data obtaĜned Ĝn lab condĜtĜons. Entegre wĜll not be lĜable for any defect Ĝn product occurrĜng by reason of events or 
condĜtĜons not wĜthĜn Ĝts control such as mĜsuse, mĜshandlĜng, Ĝmproper storage or Ĝmproper ĜnstallatĜon. Entegre reserves the rĜght to revĜse the 
ĜnformatĜon contaĜned hereĜn wĜthout prĜor notĜce. 
 
 
 

ALÇIPER® 
Gypsum-Based PerlĜte-Added Ready-MĜxed 

Hand Plaster 

(Easy ApplĜcatĜon) 

 

1 

Areas of Use 
Used for plasterĜng brĜck, aerated concrete, concrete, 
faĜr-faced concrete, pumĜce block, brĜquette wall and 
ceĜlĜng surfaces Ĝn ĜnterĜor spaces. 

 

PropertĜes 

 ProvĜdes easy applĜcatĜon wĜth Ĝts long workĜng 
tĜme. 

 ProvĜdes a sound substrate wĜth hĜgh adhesĜon and 
strength. 

 

ApplĜcatĜon 

Surface PreparatĜon 
The surface must be thoroughly cleaned of formwork 
oĜl, dust, paĜnt and substances that reduce adhesĜon. 
Before applĜcatĜon, cracks and holes must be repaĜred 
usĜng suĜtable Entegre RepaĜr Mortars. If necessary, the 
applĜcatĜon surface should be dampened wĜth water. 

On smooth faĜr-faced surfaces and concrete ceĜlĜngs 
and walls, PRİMEL 600® Ĝs used as an adhesĜon-
enhancĜng prĜmer before applĜcatĜon. 

ApplĜcatĜon Ĝs started after the surface has drĜed. 

 

 

 

 

Mortar PreparatĜon and ApplĜcatĜon 
FĜrst, water Ĝs poured Ĝnto the mĜxĜng contaĜner, then 
ALÇIPER® Ĝs added (16.5-17 L water/30 kg bag) and 
mĜxed untĜl all lumps are elĜmĜnated. Allow to stand for 
5 mĜnutes, then mĜx agaĜn to obtaĜn a homogeneous 
mĜxture. The applĜcatĜon thĜckness should be between 
8 mm and 2.5 cm Ĝn a sĜngle coat. If the thĜckness 
exceeds 2.5 cm, a second coat wĜth a maxĜmum 
thĜckness of 2.5 cm Ĝs applĜed before the fĜrst coat sets. 
The prepared mortar Ĝs applĜed wĜth a plasterĜng shovel 
or trowel. 
The surface Ĝs then levelled wĜth a screed. 
ALÇIPER® and SATENPER® are mĜxed and applĜed to the 
surface. 
To gĜve the surface Ĝts fĜnal fĜnĜsh and prepare Ĝt for 
paĜntĜng, after the surface has hardened, Ĝt Ĝs smoothed 
wĜth a fĜnal coat of SATENPER®. 
 

ConsumptĜon 
Approx. 10,0 kg/m² for 1 cm plaster thĜckness. 
 

TechnĜcal Values 
 

CompressĜve Strength, N/mm² ≥ 2,0 

Flexural Strength, N/mm² ≥ 1,0 

AdhesĜon Strength, N/mm² ≥ 0,1 

InĜtĜal SettĜng TĜme, mĜn > 50 

ReactĜon to FĜre A1 
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PackagĜng and Storage 

 SupplĜed on pallets Ĝn 30 kg PP bags. 
 Store unopened Ĝn the orĜgĜnal packagĜng Ĝn a dry, 

frost-free envĜronment, stacked no more than 8 
bags hĜgh. It Ĝs recommended to use wĜthĜn 6 
months from the productĜon date and wĜthĜn 1 
week after openĜng the bag. 

 

WarnĜngs 

 No foreĜgn materĜal (lĜme, cement, gypsum, etc.) 
should be added to the prepared mortar. 

 ApplĜcatĜon Ĝs recommended at temperatures 
between +5 °C and +35 °C. 

 In wĜndy condĜtĜons, ALÇIPER® must be protected 
agaĜnst rapĜd dryĜng. 

 Plaster mesh Ĝs recommended at junctĜons of 
dĜƯerent materĜals and at poĜnts where movement 
may occur. 

 DependĜng on the ambĜent temperature, ALÇIPER® 
must be allowed to cure for at least 10 days before 
subsequent applĜcatĜons are carrĜed out over Ĝt. 

 Do not use outsĜde the specĜfĜed areas of 
applĜcatĜon or contrary to the ĜnstructĜons for use. 

 Do not Ĝnhale dĜrectly. In case of contact wĜth eyes, 
rĜnse wĜth plenty of water and seek medĜcal advĜce 
Ĝf necessary. 

 For further ĜnformatĜon, request the product Safety 
Data Sheet. 

 Please consult us regardĜng all other applĜcatĜon 
condĜtĜons and for technĜcal questĜons. 

 

CertĜfĜcate of ConformĜty 
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