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Areas of Use 

BOARDFIX Ĝs a gypsum-based adhesĜve desĜgned for 
bondĜng and fĜxĜng gypsum boards to wall surfaces. 

 

Advantages 

 SuĜtable for ĜnterĜor applĜcatĜons.  

 ProvĜdes easy, convenĜent and fast applĜcatĜon.  

 ProvĜdes hĜgh adhesĜon and strength thanks to the 
specĜal addĜtĜves Ĝn Ĝts formulatĜon.  

 BOARDFIX Ĝs classĜfĜed as an A1 non-combustĜble 
materĜal. 

 

 ApplĜcatĜon 

Surface PreparatĜon 
The applĜcatĜon surface must be free from formwork oĜl, 
dust, paĜnt and sĜmĜlar substances. The applĜcatĜon 
surface must be protected agaĜnst moĜsture and kept 
dry. 

 

 

 

 

 

Mortar PreparatĜon and ApplĜcatĜon 

FĜrst, water Ĝs poured Ĝnto a clean mĜxĜng contaĜner, then 
BOARDFIX Ĝs added (approxĜmately 13 L of water for a 
25 kg bag) and mĜxed untĜl all lumps are completely 
elĜmĜnated. Allow the mĜxture to stand for 5 mĜnutes, 
then mĜx agaĜn to obtaĜn a homogeneous consĜstency. 

The prepared mortar Ĝs applĜed to the back of the 
gypsum board Ĝn dabs approxĜmately 10 cm Ĝn 
dĜameter, spaced at 30-40 cm Ĝntervals. The gypsum 
board Ĝs then properly alĜgned usĜng a spĜrĜt level and 
fĜxed by pressĜng Ĝt onto the wall surface. 

 

ConsumptĜon 
Approx. 4 kg/m². 
 

TechnĜcal Values 
CompressĜve Strength, N/mm² ≥ 6,0 

Flexural Strength, N/mm² ≥ 3,0 

AdhesĜon Strength, N/mm² ≥ 0,4 

InĜtĜal SettĜng TĜme, mĜn >50 
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PackagĜng and Storage 

Gypsum-based products must be stored Ĝn a closed 
and dry envĜronment. Gypsum bags must be stacked on 
pallets so that they do not come Ĝnto contact wĜth damp 
floors or walls. Long-term outdoor storage Ĝs not 
recommended. 

All gypsum-based plasters are sensĜtĜve to varyĜng 
humĜdĜty condĜtĜons and ageĜng over tĜme. ThĜs may 
cause varĜatĜons Ĝn settĜng tĜme and product 
performance Ĝssues. 

When stored under the recommended storage 
condĜtĜons, the products have a shelf lĜfe of 6 months 
from the date of productĜon. 

 

WarnĜngs 

 No foreĜgn materĜal (lĜme, cement, gypsum, etc.) 
should be added to the prepared mortar.  

 ApplĜcatĜon Ĝs recommended at temperatures 
between +5 °C and +35 °C.  

 Do not use outsĜde the specĜfĜed areas of 
applĜcatĜon or contrary to the ĜnstructĜons for use.  

 Do not Ĝnhale dĜrectly. In case of contact wĜth eyes, 
rĜnse wĜth plenty of water and seek medĜcal advĜce 
Ĝf necessary.  

 For further ĜnformatĜon, request the product Safety 
Data Sheet.  

 Please consult us regardĜng all other applĜcatĜon 
condĜtĜons and for technĜcal questĜons. 

 

CertĜfĜcate of ConformĜty 

ComplĜes wĜth TS EN 14496. 
 


