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Areas of Use 

Used for fĜllĜng the joĜnts of ceramĜc tĜle and wall tĜle 
coverĜngs on horĜzontal and vertĜcal surfaces Ĝndoors 
and outdoors, Ĝn dry and moderately wet areas. 

 

Advantages 

 Easy to apply. 

 ProvĜdes a smooth appearance. 

 Can be used easĜly on horĜzontal and vertĜcal 
surfaces Ĝndoors and outdoors. 

 

ApplĜcatĜon 

Surface PreparatĜon 

Before applĜcatĜon, any dust, shavĜngs, and 
constructĜon or cement resĜdues Ĝn the joĜnts must be 
scraped oƯ and cleaned wĜth a brush. If necessary, the 
joĜnts must be dampened wĜth water before 
applĜcatĜon. 

 

 

 

 

 

 

 

Mortar PreparatĜon and ApplĜcatĜon 

 FĜrst, water Ĝs poured Ĝnto the mĜxĜng contaĜner, and 
then FUGAFIX® Ĝs added (6,0-7,0 L of water/20 kg 
bag) and mĜxed untĜl the lumps dĜsappear. The 
mĜxture Ĝs left to stand for 5 mĜnutes and then mĜxed 
agaĜn to obtaĜn a homogeneous consĜstency. 

 The prepared mortar Ĝs applĜed at a suĜtable 
thĜckness usĜng a rubber-edged spatula. 

 ApproxĜmately 30 mĜnutes after applĜcatĜon, the 
surface Ĝs cleaned wĜth a damp sponge. ThĜs perĜod 
may be shorter when the ambĜent temperature Ĝs 
hĜgh, when coverĜng materĜals have a hĜgh water 
absorptĜon rate, or when applĜcatĜon Ĝs performed 
under otherwĜse unsuĜtable ambĜent condĜtĜons. 

 If wĜpĜng Ĝs performed too early or wĜth an 
excessĜvely wet sponge, wavĜness may occur on the 
joĜnt surface. The sponge must be cleaned 
frequently. 

 After ensurĜng that FUGAFIX® has drĜed Ĝn the joĜnt, 
any resĜdue remaĜnĜng on the surface must be 
cleaned wĜth a dry cloth. If applĜcatĜon Ĝs carrĜed out 
Ĝn a very hot envĜronment (above 28 °C), the 
applĜcatĜon surface must be very lĜghtly dampened 
after 1 day. 

 If the surface has not been cleaned suƯĜcĜently, 
grout resĜdue on the coverĜng may be cleaned after 
10 days wĜth a suĜtable cement staĜn remover 
(PRİMEL 300®). 
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ConsumptĜon  

ConsumptĜon (g/m²) 

TĜle SĜze 
(cm) 

JoĜnt WĜdth (mm) 

2 mm 3 mm 4 mm 5 mm 6 mm 

10*20 330 500 670 830 1000 

15*15 300 440 590 740 880 

15*20 260 390 520 650 780 

20*20 220 330 440 550 660 

20*25 200 300 400 500 600 

20*30 185 280 370 470 560 

33*33 130 200 270 340 400 

 
TechnĜcal Values 

TechnĜcal Values Value 

Pot LĜfe, Hours < 1,5 

Water AbsorptĜon After 30 MĜn, g (TS EN 13888-2) ≤ 5 

Water AbsorptĜon After 240 MĜn, g (TS EN 13888-2) ≤ 10 

ShrĜnkage, mm/m (TS EN 13888-2) ≤ 3 

Flexural Strength After Dry Storage, N/mm² (TS EN 13888-2) ≥ 2,5 

Flexural Strength After Freeze-Thaw Cycles, N/mm² (TS EN 13888-2) ≥ 2,5 

CompressĜve Strength After Dry Storage, N/mm² (TS EN 13888-2) ≥ 15 

CompressĜve Strength After Freeze-Thaw Cycles, N/mm² (TS EN 13888-2) ≥ 15 

AbrasĜon ResĜstance, mm³ (TS EN 13888-2) ≤ 2000 
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PackagĜng and Storage 

 SupplĜed on pallets Ĝn boxed 5 kg polyethylene bags 
and Ĝn 20 kg kraft bags. 

 The shelf lĜfe Ĝs 6 months from the date of 
productĜon when stored unopened Ĝn Ĝts orĜgĜnal 
packagĜng Ĝn a dry, frost-free envĜronment, stacked 
no more than 8 bags hĜgh and wĜthout dĜrect contact 
wĜth the floor; after openĜng the bag, consumptĜon 
wĜthĜn 1 week Ĝs recommended. 

 Keep packages tĜghtly closed when not Ĝn use. 

 

WarnĜngs 

 No foreĜgn materĜal (lĜme, cement, gypsum, etc.) 
must be added to the prepared mortar. 

 Mortar whose pot lĜfe has expĜred must not be 
mĜxed wĜth water or dry mortar and reused. 

 After bondĜng, at least 24 hours must be allowed 
before groutĜng. 

 ApplĜcatĜon at temperatures between +5 °C and +30 
°C Ĝs recommended. 

 Do not apply on frozen surfaces. 

 Do not apply under dĜrect sunlĜght. 

 PRİMEL 300® must be used to clean soĜled joĜnts. 

 To avoĜd damagĜng colored grouts, do not use 
strong chemĜcal cleaners such as lĜmescale 
remover or hydrochlorĜc acĜd. 

 After groutĜng, protect the joĜnt surface from water 
drops, dĜrect water applĜcatĜon, splashĜng, and 
sĜmĜlar exposure untĜl the joĜnts have drĜed. 

 Do not use outsĜde the specĜfĜed applĜcatĜon areas 
and ĜnstructĜons for use. 

 Do not Ĝnhale dĜrectly. In case of contact wĜth eyes, 
rĜnse wĜth plenty of water and seek medĜcal advĜce 
Ĝf necessary. 

 For further ĜnformatĜon, request the product safety 
data sheet. 

 Please consult us regardĜng all other applĜcatĜon 
condĜtĜons and for your technĜcal questĜons. 

 

CertĜfĜcate of ConformĜty 

     
TS EN 13888-1 / September 2022 / CG1 

CG1: Normal cementĜtĜous grout 

MĜnĜstry of PublĜc Works Item No: 10.300.2231 
 


