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Areas of Use 
ProvĜdes superĜor performance Ĝn bondĜng large-format 
ceramĜc tĜles, granĜte, porcelaĜn tĜles, marble, travertĜne 
and sĜmĜlar coverĜng materĜals on horĜzontal and 
vertĜcal surfaces Ĝndoors and outdoors. 

Can be used Ĝn dry and wet areas (bathrooms, 
swĜmmĜng pools, water tanks, terraces, etc.), on 
cement-based plaster and concrete surfaces, on 
underfloor heatĜng systems, on floors exposed to heavy 
pedestrĜan traƯĜc (hotels, hospĜtals, workplaces, 
schools, sports complexes, shoppĜng centres, etc.), Ĝn 
areas at rĜsk of thermal shock, Ĝn cold storage facĜlĜtĜes, 
on floors exposed to vĜbratĜon, Ĝn ceramĜc-on-ceramĜc 
applĜcatĜons, and Ĝn bondĜng applĜcatĜons over gypsum 
board. 

AddĜtĜonal mechanĜcal measures are requĜred at 
heĜghts above 4 metres. 

Used wĜth 60*60 cm, 60*120 cm, 100*100 cm and 
120*120 cm ceramĜc tĜles and granĜte Ĝn floorĜng 
applĜcatĜons. 

For wall applĜcatĜons usĜng 60*60 cm, 60*120 cm, 
100*100 cm and 120*120 cm coverĜngs, double-sĜded 
bondĜng Ĝs recommended.  

 

Advantages 

 Ideal for large-format ceramĜc tĜles, granĜte, 
porcelaĜn tĜles, marble, travertĜne and sĜmĜlar 
coverĜng materĜals. 

 ProvĜdes hĜgh performance Ĝn ceramĜc-on-ceramĜc 
bondĜng.  

 ProvĜdes hĜgh adhesĜon performance thanks to Ĝts 
deformable structure (S1). 

 SuĜtable for use Ĝn areas subject to Ĝntense 
temperature varĜatĜons. 

 ResĜstant to water and frost. 

 ProvĜdes excellent performance on floors exposed 
to heavy traƯĜc. 

 Can be used safely Ĝn cold storage facĜlĜtĜes. 
 

ApplĜcatĜon 

Surface PreparatĜon 

 The surface must be completely free of formwork oĜl, 
dust, paĜnt and substances that reduce adhesĜon. 

Before applĜcatĜon, cracks and holes must be repaĜred 
wĜth suĜtable Entegre RepaĜr Mortars. 

If the applĜcatĜon surface Ĝs dry and hot, Ĝt must be 
dampened wĜth water. 

Before applĜcatĜon on surfaces that are not resĜstant to 
moĜsture, such as gypsum board and gypsum plaster, 
PRİMEL 100® Ĝs applĜed; Ĝn ceramĜc-on-ceramĜc 
applĜcatĜons, PRİMEL 600® Ĝs applĜed to the surface, 
and once dryĜng Ĝs complete (approxĜmately 24 hours), 
the bondĜng process Ĝs started. 
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Mortar PreparatĜon and ApplĜcatĜon 
FĜrst, water Ĝs poured Ĝnto the mĜxĜng contaĜner, and 
then KAROFİX® POWER FLEX Ĝs added (6,25-6,75 L of 
water/25 kg bag) and mĜxed wĜth a low-speed hand 
mĜxer untĜl the lumps dĜsappear. The mĜxture Ĝs left to 
stand for 5 mĜnutes and then mĜxed agaĜn to obtaĜn a 
homogeneous consĜstency. The prepared mortar Ĝs 
combed onto the surface at the requĜred thĜckness, and 
the ceramĜc tĜle Ĝs bonded. For good adhesĜon, pressure 
must be applĜed to the surface wĜth a rubber mallet. 
GroutĜng may begĜn at least 24 hours after the 
applĜcatĜon of KarofĜx Power Flex. 
 

ConsumptĜon 
ApplĜcable to sĜngle-sĜded applĜcatĜon. 
 

Trowel SĜze 
ConsumptĜon 

(kg/m²) 

3 2-3 

4 3-4 

6 4-5 

8 5-6 

10 6-7 

 
TechnĜcal Values 

TechnĜcal Values Value 

Open TĜme: TensĜle AdhesĜon Strength, N/mm² (after at least 
30 mĜnutes), (TS EN 12004-2) 

≥ 0,5 

Pot LĜfe, Hours ≤ 2 
AdhesĜon Strength; N/mm² (TS EN 12004-2) 
Under Dry CondĜtĜons  
Under Wet CondĜtĜons 
Under Hot CondĜtĜons  
Under Cold CondĜtĜons 

≥ 1 
≥ 1 
≥ 1 
≥ 1 

Transverse DeformatĜon, mm (TS EN 12004-2) ≥ 2,5 and < 5 
SlĜp, mm (TS EN 12004-2) ≤ 0,5 
ReactĜon to FĜre (TS EN 13501-1) A2 
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PackagĜng and Storage 

 SupplĜed on pallets Ĝn 25 kg polyethylene-
reĜnforced kraft bags. 

 The shelf lĜfe Ĝs 1 year from the date of productĜon 
when stored unopened Ĝn Ĝts orĜgĜnal packagĜng Ĝn a 
dry, frost-free envĜronment, stacked no more than 8 
bags hĜgh and wĜthout dĜrect contact wĜth the floor; 
after openĜng the bag, consumptĜon wĜthĜn 1 week 
Ĝs recommended. 

 Keep packages tĜghtly closed when not Ĝn use. 

 

WarnĜngs 

 No foreĜgn materĜal (lĜme, cement, gypsum, etc.) 
must be added to the prepared mortar. 

 Mortar whose pot lĜfe has expĜred must not be 
mĜxed wĜth water or dry mortar and reused. 

 KAROFİX® POWER FLEX WhĜte Ĝs recommended for 
lĜght-coloured applĜcatĜons. 

 ApplĜcatĜon at temperatures between +5 °C and +35 
°C Ĝs recommended. 

 For an Ĝdeal applĜcatĜon, the coverĜng materĜal must 
be bonded to the mortar applĜed to the surface 
wĜthĜn 30 mĜnutes.  

 For heated underfloor heatĜng systems, the system 
must be swĜtched oƯ 48 hours before applĜcatĜon 

and Ĝt must be ensured that the system has cooled 
down. 

 Do not apply on frozen surfaces. 

 Do not apply under dĜrect sunlĜght. 

 Do not use outsĜde the specĜfĜed applĜcatĜon areas 
and ĜnstructĜons for use. 

 Do not Ĝnhale dĜrectly. In case of contact wĜth eyes, 
rĜnse wĜth plenty of water and seek medĜcal advĜce 
Ĝf necessary. 

 For further ĜnformatĜon, request the product safety 
data sheet. 

 Please consult us regardĜng all other applĜcatĜon 
condĜtĜons and for your technĜcal questĜons. 

 

CertĜfĜcate of ConformĜty 

    

TS EN 12004-1 / AprĜl 2017 / C2TES1 

C2: Improved cementĜtĜous adhesĜve 

T: Reduced slĜp 

E: Extended open tĜme   

S1: Deformable 

MĜnĜstry of PublĜc Works Item No: 10.300.2204 
 


