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Areas of Use 
Used on concrete surfaces and floated cement-
plastered surfaces Ĝn ĜnterĜor and exterĜor areas to 
obtaĜn a smooth fĜnal coat surface. 

 

PropertĜes 

 ProvĜdes a smooth surface as a fĜnal coat. 

 Polymer-modĜfĜed. 

 SuĜtable for ĜnterĜor and exterĜor applĜcatĜons. 

 ResĜstant to water and frost. 

 AvaĜlable Ĝn whĜte and grey. 
 

ApplĜcatĜon 

Surface PreparatĜon 

The applĜcatĜon surface must be free from formwork oĜl, 
dust, paĜnt and sĜmĜlar substances. 

Loose or unstable parts wĜth poor adhesĜon must be 
removed from the surface. PrecautĜons should be taken 
agaĜnst dustĜng on plastered surfaces. ApplĜcatĜon may 
begĜn after the surface has been dampened. 

 

 

 

 

Mortar PreparatĜon and ApplĜcatĜon 
Pour the approprĜate amount of water (8.5-9.5 L 
water/25 kg bag) Ĝnto the mĜxĜng contaĜner. Add the 
powder and mĜx wĜth a low-speed hand mĜxer. Allow the 
mortar to rest for 5 mĜnutes, then mĜx agaĜn untĜl a 
homogeneous consĜstency Ĝs obtaĜned. Apply the 
prepared mortar wĜth a steel trowel. ApplĜcatĜon 
thĜckness Ĝs 2-3 mm. For thĜcker applĜcatĜons, apply Ĝn 
two coats after the fĜrst coat has drĜed suƯĜcĜently. 
 

ConsumptĜon 

Approx. 1,2 kg/m² for 1 mm thĜckness. 

 

TechnĜcal Values 
 

Dry Bulk DensĜty, kg/m³ 1200 ± 200 

CompressĜve Strength, N/mm² 3,5 – 7, 5 (CS III) 

Bond Strength, N/mm² ≥ 0,2 (FP:B) 

CapĜllary Water AbsorptĜon, 
kg/m².mĜn⁰·⁵ 

W0 

Water Vapour PermeabĜlĜty 
CoeƯĜcĜent, µ 

≤ 25 

Mean Thermal ConductĜvĜty, W/m.K 
(λ10,dry) 

0,4 

ReactĜon to FĜre A1 
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PackagĜng and Storage 

 SupplĜed on pallets Ĝn 25 kg polyethylene-
reĜnforced kraft bags. 

 Store unopened Ĝn the orĜgĜnal packagĜng Ĝn a dry, 
frost-free envĜronment, stacked no more than 8 
bags hĜgh and wĜthout dĜrect contact wĜth the floor. 
It Ĝs recommended to use wĜthĜn 1 year from the 
productĜon date and wĜthĜn 1 week after openĜng 
the bag. 

 Keep the packagĜng tĜghtly closed when not Ĝn use. 

 

WarnĜngs 

 No foreĜgn materĜal (lĜme, cement, gypsum, etc.) 
should be added to the prepared mortar. 

 Mortar that has exceeded Ĝts workĜng tĜme must not 
be mĜxed wĜth water or dry mortar and reused. 

 Not suĜtable for applĜcatĜon over external thermal 
ĜnsulatĜon systems. 

 AKFİN® should be applĜed at least 7 days after 
plaster applĜcatĜon. 

 ApplĜcatĜon Ĝs recommended at temperatures 
between +5 °C and +35 °C. 

 In wĜndy condĜtĜons, AKFİN® must be protected 
agaĜnst rapĜd dryĜng. 

 Do not apply on frozen surfaces. 

 Do not apply under dĜrect sunlĜght. 

 Do not use outsĜde the specĜfĜed areas of 
applĜcatĜon or contrary to the ĜnstructĜons for use. 

 Do not Ĝnhale dĜrectly. In case of contact wĜth eyes, 
rĜnse wĜth plenty of water and seek medĜcal advĜce 
Ĝf necessary. 

 For further ĜnformatĜon, request the product Safety 
Data Sheet. 

 Please consult us regardĜng all other applĜcatĜon 
condĜtĜons and for technĜcal questĜons. 
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