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Areas of Use 
ApplĜed to brĜck, aerated concrete, concrete, faĜr-faced 
concrete, pumĜce block and brĜquette wall and ceĜlĜng 
surfaces Ĝn ĜnterĜor areas. 

 

PropertĜes 
 ProvĜdes both base and fĜnĜsh plaster functĜons Ĝn a 

sĜngle-coat applĜcatĜon. 
 ProvĜdes a sound and durable substrate wĜth hĜgh 

adhesĜon and strength. 
 Enables easy and rapĜd applĜcatĜon by machĜne. 
 

ApplĜcatĜon 

Surface PreparatĜon 
The applĜcatĜon surface must be free from formwork oĜl, 
dust, paĜnt and other substances that may reduce 
adhesĜon. 

Cracks and holes must be repaĜred prĜor to applĜcatĜon 
usĜng the same materĜal or suĜtable Entegre RepaĜr 
Mortars. 

The applĜcatĜon surface should be dampened wĜth 
water where necessary. 

On aerated concrete and sĜmĜlar surfaces, a 
prelĜmĜnary spatter coat of PRİMEL® should be applĜed 
1 day before applĜcatĜon; on smooth surfaces such as 
faĜr-faced concrete, PRİMEL® PLUS should be applĜed 
as a prelĜmĜnary spatter coat 1 day before applĜcatĜon. 

ApplĜcatĜon may begĜn after the surface has drĜed. 

Mortar PreparatĜon and ApplĜcatĜon 
SIVAMATİK® İÇ Ĝs mĜxed Ĝn a plasterĜng machĜne           
(4,5-5,5 L water/25 kg bag) and sprayed onto the 
surface. 
ApplĜcatĜon thĜckness should be between 1 cm and 2,5 
cm Ĝn a sĜngle coat. If the requĜred thĜckness exceeds 
2,5 cm, a second coat may be applĜed at a maxĜmum 
thĜckness of 2,5 cm after the fĜrst coat has set. 
Level the surface wĜth a screed. 
Once the plaster has suƯĜcĜently hardened, the surface 
Ĝs fĜnĜshed wĜth a float and then smoothed wĜth a damp 
sponge. 
 

ConsumptĜon 
Approx. 15,0 kg/m² for 1 cm plaster thĜckness. 
 

TechnĜcal Values 
 

Dry Bulk DensĜty, kg/m³ 1550 ± 200 

CompressĜve Strength, N/mm² ≥ 6 (CS IV) 

Bond Strength, N/mm² ≥ 0,2 (FP:B) 

CapĜllary Water AbsorptĜon, 
kg/m².mĜn⁰·⁵ 

W0 

Water Vapour PermeabĜlĜty 
CoeƯĜcĜent, µ 

≤ 25 

Mean Thermal ConductĜvĜty, W/m.K 
(λ10,dry) 

0,79 

ReactĜon to FĜre A1 
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PackagĜng and Storage 

 SupplĜed on pallets Ĝn 25 kg kraft bags. 

 Store unopened Ĝn the orĜgĜnal packagĜng Ĝn a dry, 
frost-free envĜronment, stacked no more than 8 
bags hĜgh and wĜthout dĜrect contact wĜth the floor. 
It Ĝs recommended to use wĜthĜn 1 year from the 
productĜon date and wĜthĜn 1 week after openĜng 
the bag. 

 Keep the packagĜng tĜghtly closed when not Ĝn use. 

 

WarnĜngs 

 No foreĜgn materĜal (lĜme, cement, gypsum, etc.) 
should be added to the prepared plaster. 

 ApplĜcatĜon Ĝs recommended at temperatures 
between +5 °C and +35 °C. 

 In wĜndy condĜtĜons, SIVAMATİK® İÇ must be 
protected agaĜnst rapĜd dryĜng. 

 Plaster mesh should be used at junctĜons of 
dĜƯerent materĜals and at poĜnts where movement 
Ĝs antĜcĜpated. 

 DependĜng on ambĜent temperature, a mĜnĜmum of 
10 days should be allowed before applyĜng 
subsequent fĜnĜshes over SIVAMATİK® İÇ. 

 For optĜmum durabĜlĜty, the surface should be 
damp-cured at regular Ĝntervals for 3 days after 
applĜcatĜon. 

 Do not use outsĜde the specĜfĜed areas of 
applĜcatĜon or contrary to the ĜnstructĜons for use. 

 Do not Ĝnhale dĜrectly. In case of contact wĜth eyes, 
rĜnse wĜth plenty of water and seek medĜcal advĜce 
Ĝf necessary. 

 For further ĜnformatĜon, request the product Safety 
Data Sheet. 

 Please consult us regardĜng all other applĜcatĜon 
condĜtĜons and for technĜcal questĜons. 

 

CertĜfĜcate of ConformĜty 
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