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Areas of Use 

A cement-based crystallĜne waterproofĜng materĜal 
used on horĜzontal and vertĜcal surfaces, Ĝndoors and 
outdoors, agaĜnst seepage and surface water, and for 
negatĜve-sĜde waterproofĜng of retaĜnĜng walls, lĜft 
shafts, foundatĜons, external pool walls and sĜmĜlar 
structures; suĜtable for applĜcatĜon over cement-based 
renders, screeds and faĜr-faced concrete. 

 

PropertĜes 

 ProvĜdes easy and fast applĜcatĜon. 

 ResĜstant to negatĜve-sĜde water pressure. 

 Forms crystallĜne structures wĜthĜn the capĜllary 
pores of concrete, blockĜng the pores and provĜdĜng 
watertĜghtness. 

 HygĜenĜc. 

 SuĜtable for use on surfaces fĜnĜshed wĜth cement-
based render or screed. 

 Permanently blocks moĜsture and stops non-
pressurĜsed and mĜnor water seepage. 

 Protects surfaces agaĜnst the damagĜng eƯects of 
moĜsture and dampness. 

 ResĜstant to severe weather condĜtĜons. 

 ContaĜns no soda or chlorĜdes and protects 
reĜnforcement Ĝn concrete agaĜnst corrosĜon. 

ApplĜcatĜon 

Surface PreparatĜon 
The applĜcatĜon surface must be free of pores and 
cracks. Remove form-release oĜl, paĜnt, dust and 
sĜmĜlar contamĜnants from the surface. 

Any embedded Ĝtems (Ĝron, wood, etc.) must be 
removed from the surface, and the resultĜng voĜds must 
be fĜlled wĜth suĜtable fĜbre-free Entegre RepaĜr Mortars. 
Any actĜve water leaks must be stopped usĜng 
WATERFİX®. The surface must be dampened before 
applĜcatĜon. 

Mortar PreparatĜon and ApplĜcatĜon 

Place the requĜred amount of water (9 L water/25 kg 
powder) Ĝn the mĜxĜng contaĜner. Add SUTOP TEK® 
KRİSTALİZE to the water and mĜx wĜth a hand mĜxer untĜl 
all lumps dĜsappear. Allow the mortar to rest for 5 
mĜnutes, then remĜx untĜl a fluĜd consĜstency Ĝs 
obtaĜned. 

After dampenĜng the substrate wĜth water, apply the 
fluĜd mortar by brush to the surface that may come Ĝnto 
contact wĜth water. Apply 2 or 3 coats, wĜth each coat 
applĜed perpendĜcular to the precedĜng coat. 
DependĜng on the temperature, waĜt at least 3 hours 
between coats; dampen the surface between 
applĜcatĜons where necessary. ContĜnuous mĜxĜng of 
the product durĜng applĜcatĜon Ĝs recommended. Walls 
and traƯĜcable floors must be protected wĜth a fĜnal 
coverĜng such as screed or ceramĜc tĜles. 

After applĜcatĜon, keep the surface damp for 5 days and 
prevent Ĝt from dryĜng. DurĜng thĜs perĜod, protect the 
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surface agaĜnst dĜrect sunlĜght, wĜnd, frost and other 
external eƯects. 

 

ConsumptĜon 

4,0–4,5 kg/m² for three coats (ConsumptĜon may vary 
dependĜng on substrate characterĜstĜcs and applĜcatĜon 
condĜtĜons.)

 

TechnĜcal Values 

 
 
 
 

 
 

 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

Water Vapour Permeability (TS EN ISO 7783) Class I 

Pull-OƯ Adhesion Strength (TS EN 1542) No traƯic load / Rigid 

CapĜllary Water AbsorptĜon and PermeabĜlĜty, kg/m²·h⁰·⁵ (TS EN 1062-3) ≤ 0,1 

Bond Strength, N/mm² ≥ 1 

Powder Bulk DensĜty, g/cm³ 1300 ± 200 

WorkĜng TĜme, mĜn Approx. 50 mĜn 
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PackagĜng and Storage 

 SupplĜed on pallets Ĝn 25 kg polyethylene-
reĜnforced kraft bags. 

 Store unopened Ĝn the orĜgĜnal packagĜng Ĝn a dry, 
frost-free envĜronment, stacked no more than 8 
bags hĜgh. Use wĜthĜn 6 months from the date of 
manufacture and wĜthĜn 1 day after openĜng the 
bag. 

 Keep packages tĜghtly closed when not Ĝn use. 
 

WarnĜngs 

 Do not add any foreĜgn materĜal (lĜme, cement, 
gypsum, etc.) to the prepared mortar. 

 Mortar that has exceeded Ĝts workĜng tĜme must not 
be mĜxed wĜth water or dry mortar and reused. 

 ApplĜcatĜon Ĝs recommended at temperatures 
between +5 °C and +35 °C. 

 DurĜng the fĜrst 24 hours after applĜcatĜon, SUTOP 
TEK® KRİSTALİZE must be protected agaĜnst 
sunlĜght, wĜnd, raĜn and frost. 

 Do not apply on frozen surfaces. 

 Do not apply under dĜrect sunlĜght. 

 Do not use on surfaces other than those specĜfĜed 
or contrary to the applĜcatĜon ĜnstructĜons. 

 Do not Ĝnhale dĜrectly. In case of contact wĜth eyes, 
rĜnse wĜth plenty of water and seek medĜcal 
attentĜon Ĝf necessary. 

 Request the product safety data sheet for further 
ĜnformatĜon. 

 Contact us for all other applĜcatĜon condĜtĜons and 
technĜcal questĜons. 

 

 

 


